IMSO GPS Unit Configuration Defaults

These should be preset in your GPS unit before data collection begins.

Rover Options:

	Parameter
	Default Value

	Position Mode
	Manual 3D

	Elevation Mask
	15 (for prairie)

	SNR Mask
	10

	PDOP Mask
	6

	PDOP Switch
	6

	Antenna Ht.
	1 meter (GeoExplorers, GeoXM, & GeoXT w/o antennas)

2 meters  (GeoExplorers, GeoXM, & GeoXT w/ additional ant.)

2 meters (ProXR & ProXLs)

	Log Dops
	Off

	Velocity
	Off

	File Prefix
	R:  Normally, 

Note:  Assign unique alpha characters for each unit when collecting with more than one team

	Feature Logging, Points
	1 sec

	Feature Logging, Line/Area
	3 sec walking (actually anywhere from 1 to 5 – depends on walker’s speed)

~10 sec for car (also depends on driving speed)

	Feature Logging, Min Pos
	120 (this one can be lowered or extended)

	Not in Feature Rate
	Off

	High Accuracy
	Off

	Dynamics
	Land


Coordinates:

UTM, Zone ??N

Datum:

NAD83

Units:

Metric Units

Date & Time:

Please let the almanac update itself once the unit is turned on outside.  

	Parameter
	Default Value

	Date format
	MM/DD/YY

	Time Display
	 24 Hour
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