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Theme: Transportation


Transportation

Transportation includes the following layer:

· Roads and Trails

Layer:  Roads and Trails

The Roads and Trails layer contains the following coverage:

· travel_route.

Coverage Name:  travel_route

	Abstract/ Description: 
	A coverage describing the spatial location of roads and trails within or in close proximity to an administrative unit.  

	References:
	Associated National Application:  INFRA Travel Routes 

FSH 7709.54-56

INFRA Web Page:  http://infra.wo.fs.fed.us/infra/
Travel Routes Data Dictionary:  

http://fsweb.r6.fs.fed.us/eng/travel_routes/user_board/

	Spatial Data Source:
	Best available source with a target source scale of   1:24k for continental U.S., Puerto Rico, and Hawaii and 1:63,360 for Alaska.

	Horizontal  Accuracy:
	Accuracy testing must use NSSDA testing guidelines or be reported based on compiled, published test reports appropriate for the data collection method and equipment. 

The method of determining accuracy should be documented in the process step of the dataset metadata record.  If published accuracy results are used, use the statement ‘Compiled to meet ___ (meters, feet) horizontal accuracy at 95% confidence interval’ in the metadata record, and identify the testing source used. If accuracy is locally tested to NSSDA standards, the statement ‘Tested to meet ___ (meters, feet) horizontal accuracy at 95% confidence interval’ should be added to the metadata record. 

Accuracy for legacy data may be reported according to the accuracy standard in place at the time of data collection (typically National Map Accuracy Standards).  Document the standard used in the metadata record.

(For more information, see: http://www.fgdc.gov/standards/documents/standards/accuracy/chapter3.pdf)

	Spatial Reference Information:
	Forest appropriate.  A complete ArcInfo projection file is required including horizontal coordinate system, datum,  and units of measure.  Include vertical coordinate system information where necessary.

	Feature Type:
	route, arc

	Precision:
	Coverage is in double precision.


INFO Attribute Tables

travel_route.aat

	COLUMN
	ITEM NAME
	WIDTH
	OUTPUT
	TYPE
	N.DEC
	ALTERNATE NAME
	INDEXED?

	1
	FNODE#
	4
	5
	B
	-
	
	-

	5
	TNODE#
	4
	5
	B
	-
	
	-

	9
	LPOLY#
	4
	5
	B
	-
	
	-

	13
	RPOLY#
	4
	5
	B
	-
	
	-

	17
	LENGTH
	8
	18
	F
	5
	
	-

	25
	TRAVEL_ROUTE#
	4
	5
	B
	-
	
	-

	29
	TRAVEL_ROUTE-ID
	4
	5
	B
	-
	
	-

	33
	RTE_NO
	30
	30
	C
	-
	ROUTE_NO
	Yes

	63
	TRL_NO
	30
	30
	C
	-
	TRAIL_NO
	Yes

	93
	SOURCE_CODE
	2
	2
	C
	-
	
	-


travel_route.ratroad

A route system depicting all roads within or in close proximity to an administrative unit.  A road is a motor vehicle travel way over 50 inches wide, unless classified and managed as a trail.  A road may be classified or unclassified.  Classified roads are roads within National Forest System lands planned and managed for motor vehicle access including State roads, county roads, private roads, permitted roads, and Forest Service roads.  Unclassified roads are roads not intended to be a part of  nor  managed as a part of the forest transportation system, such as temporary roads, and unplanned, unengineered, unauthorized off-road vehicle tracks and abandoned travel ways.  Route measurements and route directions must correspond to those stored in the INFRA Oracle table RTE_BASICS.
	COLUMN
	ITEM NAME
	WIDTH
	OUTPUT
	TYPE
	N.DEC
	ALTERNATE NAME
	INDEXED?

	1
	ROAD#
	4
	5
	B
	-
	
	-

	5
	ROAD-ID
	4
	5
	B
	-
	
	-

	9
	RTE_NO
	30
	30
	C
	-
	ROUTE_NO
	Yes

	39
	RTE_CN
	34
	34
	C
	-
	EVENT_KEY
	Yes

	73
	BMP
	8
	8
	N
	4
	
	-

	81
	EMP
	8
	8
	N
	4
	
	-

	89
	ACTION
	10
	10
	C
	-
	
	-

	99
	ACTIONSTAMP
	8
	10
	D
	-
	
	-


travel_route.rattrail

A route system depicting all trails within or in close proximity to an administrative unit.  A trail is a linear feature constructed for the purpose of allowing the free movement of people, stock, or Off Highway Vehicles (OHV).  Route measurements and route directions must correspond to those stored in the INFRA Oracle table RTE_BASICS.
	COLUMN
	ITEM NAME
	WIDTH
	OUTPUT
	TYPE
	N.DEC
	ALTERNATE NAME
	INDEXED?

	1
	TRAIL#
	4
	5
	B
	-
	
	-

	5
	TRAIL-ID
	4
	5
	B
	-
	
	-

	9
	TRL_NO
	30
	30
	C
	-
	TRAIL_NO
	Yes

	39
	RTE_CN
	34
	34
	C
	-
	EVENT_KEY
	Yes

	73
	BMP
	8
	8
	N
	4
	
	-

	81
	EMP
	8
	8
	N
	4
	
	-

	89
	ACTION
	10
	10
	C
	-
	
	-

	99
	ACTIONSTAMP
	8
	10
	D
	-
	
	-


	Domain for INFO tables, Roads and Trails Layer

	ITEM NAME:  Description

	Valid Values
	Value Description

	ACTION:  Identifies the status of the calibration of the route.

	CALIBRATED
	The route is properly calibrated to the bmp/emp values in RTE_BASICS

	REMEASURE
	The route needs to be re-calibrated to the bmp/emp values in RTE_BASICS

	MCALIBRATE
	The route is properly calibrated to the bmp/emp values in RTE_BASICS and has bad mid-point calibration performed with internal calibration points at road 

	ACTIONSTAMP:  The date that the value was placed into the ACTION item.

	BMP:  Beginning measure point of the route. The value is copied from Oracle (RTE_BASICS) and used as an aid in calibration.

	EMP:  Ending measure point of the route. The value is copied from Oracle (RTE_BASICS) and used as an aid in calibration.

	RTE_CN:  Control number generated in Oracle to uniquely identify each route across all Forest Service units.  The value is brought from Oracle and used as a unique identifier for each spatial feature.  It is used to join each route to the corresponding rows in the views GC_RTE_BASICS_V, GC_ROADS_V, and GC_TRAILS_V by matching with the column RTE_CN.

	Example:  99210277
	A unique code generated by Oracle.

	RTE_NO:  The local route number for a route.  This item identifies routes within a Forest Service unit.

	Example:

7071A
	A local code for this route.  Corresponds to the ID column in the INFRA table RTE_BASICS and the view GC_RTE_BASICS_VW.

	SOURCE_CODE: the source of the geographic position of the arc

	01
	Cartographic Feature File

	02
	Global Positioning; 2 to 5 meter accuracy; 3D lock

	03
	Global Positioning; 2 to 5 meter accuracy; 2D lock

	04
	Global Positioning; <1 meter accuracy; survey grade

	05
	ReSurvey Plat

	06
	Compiled from aerial photograph

	07
	Digitized from Primary Base Series/Single Edition Quad

	08
	Digitized from Orthophotography

	09
	Automated Lands Project

	20
	Digitized from some other source

	21
	Geodetic Control Database (GCDB)

	22
	Other Cadastral Information

	23
	Another agency created the line work

	24
	Unknown

	TRL_NO:  The local identifier for the trail. The Trail number should be unique within a forest.

	Example: 18E05.2
	A local code for this trail.  


Oracle Views

The following tables are a subset of national road and trail attributes.   II_ROAD_LINEAR_EVENTS and II_TRAIL_LINEAR_EVENTS are not listed as part of the National Data Dictionary as they are dynamic - i.e. the columns in each Forest's copy of the tables reflect the road and trail attributes actually entered into II_RTE_LINEAR_EVENTS on that Forest's database.  II_RTE_LINEAR_EVENTS always has a core set of attributes, but Forests or Regions may also create their own attributes.  Therefore, we cannot predict the exact structure of the II_LINEAR_EVENTS tables, and cannot guarantee that they're not the same across the country.  So while these tables are very useful at the local level where users can see all of their custom attributes, they are not suitable for national standards.
gc_rte_basics_v

	Name
	Null?
	Type

	RTE_CN
	NOT NULL
	VARCHAR2(34)

	OBJ_NAME
	NOT NULL
	VARCHAR2(30)

	ID
	NOT NULL
	VARCHAR2(30)

	NAME
	
	VARCHAR2(30)

	BMP
	
	NUMBER(8,4)

	EMP
	
	NUMBER(8,4)

	LENGTH
	
	NUMBER(8,4)

	BEGIN_TERMINI
	
	VARCHAR2(40)

	END_TERMINI
	
	VARCHAR2(40)

	COMMENTS
	
	VARCHAR2(320)


gc_roads_v

The linear events contained in this view are those that are mandatory WO authority linear events.

	Name
	Null?
	Type

	RTE_CN
	NOT NULL
	VARCHAR2(34)

	ID
	NOT NULL
	VARCHAR2(30)

	BMP
	NOT NULL
	NUMBER(8,4)

	EMP
	NOT NULL
	NUMBER(8,4)

	SEG_LENGTH
	
	NUMBER(8,4)

	ADMIN_ORG
	
	VARCHAR2(40)

	CONGRESSIONAL_DISTRICT
	
	VARCHAR2(40)

	COUNTY
	
	VARCHAR2(40)

	LANES
	
	VARCGAR2(40)

	MANAGING_ORG
	
	VARCHAR2(40)

	PFSR_CLASSIFICATION
	
	VARCHAR2(40)

	JURISDICTION
	
	VARCHAR2(40)

	SYSTEM
	
	VARCHAR2(40)

	ROUTE_STATUS
	
	VARCHAR2(40)

	OPER_MAINT_LEVEL
	
	VARCHAR2(40)

	OBJECTIVE_MAINT_LEVEL
	
	VARCHAR2(40)

	FUNCTIONAL_CLASS
	
	VARCHAR2(40)

	SURFACE_TYPE
	
	VARCHAR2(40)

	PRIMARY_MAINTAINER
	
	VARCHAR2(40)


gc_trails_v

The linear events contained in this view are those that are required or are commonly needed for spatial display.

	Name
	Null?
	Type

	RTE_CN
	NOT NULL
	VARCHAR2(34)

	ID
	NOT NULL
	VARCHAR2(30)

	BMP
	NOT NULL
	NUMBER(8,4)

	EMP
	NOT NULL
	NUMBER(8,4)

	SEG_LENGTH
	
	NUMBER(8,4)

	ADMIN_ORG
	
	VARCHAR2(40)

	CONGRESSIONAL_DISTRICT
	
	VARCHAR2(40)

	JURISDICTION
	
	VARCHAR2(40) 

	DESIGNED_USE
	
	VARCHAR2(40)

	MANAGED_USE
	
	VARCHAR2(40)

	MANAGING_ORG
	
	VARCHAR2(40)

	NATIONAL_DESIGNATION
	
	VARCHAR2(40)

	COUNTY
	
	VARCHAR2(40)

	TRAIL_CLASS
	
	VARCHAR2(40)

	TRAIL_STATUS
	
	VARCHAR2(40)

	TRAIL_SURFACE
	
	VARCHAR2(40)

	TRAIL_SYSTEM
	
	VARCHAR2(40)

	TRAIL_TYPE
	
	VARCHAR2(40)

	ROS_WROS
	
	VARCHAR2(40)

	MOTORIZED_PROHIBITED
	
	VARCHAR2(40)


Note:

Starting with Infra release v6.0.1 NATIONAL_DESIGNATION is being renamed to NATIONAL_TRAIL_DESIGNATION, and allows overlaps, which cannot be correctly represented in this view.
	Domain for Oracle tables, Roads and Trails Layer 

	ITEM NAME:  Description

	Valid Values
	Value Description

	ADMIN_ORG:  The unit where the route segment physically resides.  

	Example:

060305
	Format is RRFFDD where RR is the 2-digit Regional code, FF is the 2-digit Forest code, and DD is the 2-digit District code

	BMP:  The beginning milepost for this route or event.

	Example:  1.22
	The route or event begins at milepost 1.22

	CONGRESSIONAL_DISTRICT:  The congressional district where the route segment physically resides. This is a spatial attribute and should be generated through a GIS coverage.

	Example:  10.53
	The route or event begins at milepost 10.53

	COUNTY:  State and County/Borough/Parish/Township in which the route segment physically resides. It is formatted with the two digit postal code of the state then ‘-‘  followed by the county name (SS-COUNTY).

	CO – JEFFERSON

OR - JEFFERSON
	Jefferson County, Colorado

Jefferson County, Oregon

	DESIGNED_USE:  The use that controls the desired geometric design of the trail.

	ATV – ALL TERRAIN VEHICLE
	All Terrain Vehicle

	BIKE – BICYCLE
	Bicycle, Mountain or Touring Bike

	HIKE – HIKER/PEDESTRIAN
	Hiker/Pedestrian traffic

	LIVESTOCK
	Livestock including cattle, sheep, goats, etc.

	MTRCYCL – MOTORCYCLE
	Motorcycle

	PACK – PACK AND SADDLE
	Pack and Saddle including horses, mules, donkeys, llamas

	SNOMO – SNOWMOBILE
	Snowmobile

	SNOSHU – SNOWSHOE
	Snow shoeing

	 WCRAFT – WATERCRAFT
	Watercraft – motorized and non-motorized

	WCRAFT (MTR) – MTR WATERCRAFT
	Motorized Watercraft

	WCRAFT (NMTR) – NMTR WATERCRAFT
	Non-motorized Watercraft

	XSKI – CROSS COUNTRY SKI
	Cross Country Skiing

	EMP:  The ending milepost for this route or event.

	Example:  10.53
	The route or event ends at milepost 10.53

	FUNCTIONAL_CLASS:  How a road services land and resource management needs and the character of service it provides. 

	A – ARTERIAL 
	Provides service to large land areas and usually connects with other arterial roads or public highways.

	C – COLLECTOR 
	Provides service to smaller land areas than an arterial road. It usually connects forest arterial roads to local forest roads or terminal facilities.

	L – LOCAL 
	Connects terminal facilities with forest collector or arterial roads or public highways. Usually local roads are single -purpose transportation facilities.

	ID:  The official identifier of the route. EM-7100-15 Sign and Poster Guidelines for the Forest Service, Chapter 11.6 Guide Signs contains USFS policy on route markers.

	Example:   2801073
	Extensive set of business rules exist within the Travel Routes Data Dictionary

	JURISDICTION:  The legal right to control or regulate use of a transportation facility. Jurisdiction requires authority but not necessarily ownership. The authority to construct or maintain a road or trail may be derived from a fee title, an easement, an agreement, or some other similar method.

	BIA - BUREAU OF INDIAN AFFAIRS
	USDI Bureau of Indian Affairs

	BLM - BUREAU OF LAND MANAGEMENT
	USDI Bureau of Land Management

	BOR - BUREAU OF RECLAMATION
	USDI Bureau of Reclamation

	C - COUNTY, PARISH, BOROUGH
	County, Parish or Borough

	COE - CORPS OF ENGINEERS
	COE - Corps of Engineers

	DOD - DEFENSE DEPARTMENT
	U.S. Defense Department

	DOE - DEPARTMENT OF ENERGY
	U.S. Department of Energy

	FAA - FEDERAL AVIATION ADMINISTRATION
	USDOT Federal Aviation Administration

	FS - FOREST SERVICE
	USDA Forest Service

	FWS - FISH AND WILDLIFE SERVICE
	USDI Fish and Wildlife Service

	L - LOCAL
	Town, Township, Municipal or other local civil gov't.

	NPS - NATIONAL PARK SERVICE
	USDI National Park Service

	OF - OTHER FEDERAL AGENCY
	Other Federal Agencies

	OFS – OTHER FOREST SERVICE
	 Adjacent USDA Forest Service unit.

	P - PRIVATE 
	Private (profit &  not for profit)

	S - STATE
	State Agency

	SH – STATE HIGHWAY
	State Highway Department

	SLR – STATE LANDS ROAD
	State lands organizations (Dep’t. of Natural Resources)

	UNK – UNKNOWN
	Needs to be researched and resolved

	LANES:  The number of lanes the travel way has.

	1 – ONE LANE

2 – TWO LANES
	3 – THREE LANES

4 – FOUR LANES

	LENGTH:  The length of the entire route. It is calculated as the emp – bmp from the RTE_BASICS table.

	Example:  9.31
	This route or event is 9.31 miles long.

	MANAGED_USE:  Actively managed/appropriate use(s) considering the design and management of the trail.  Note: there may be more than one managed use type on a segment of trail.

	ATV – ALL TERRAIN VEHICLE
	All Terrain Vehicle

	BIKE – BICYCLE
	Bicycle, Mountain or Touring Bike

	HIKE – HIKER/PEDESTRIAN
	Hiker/Pedestrian traffic

	LIVESTOCK
	Livestock including cattle, sheep, goats, etc.

	MTRCYCL – MOTORCYCLE
	Motorcycle

	PACK – PACK/SADDLE
	Pack and Saddle including horses, mules, llamas, etc.

	SNOMO – SNOWMOBILE
	Snowmobile

	SNOWSHU – SNOW SHOE
	Snow shoeing

	WCRAFT – WATERCRAFT
	Watercraft – motorized and non-motorized

	WCRAFT (MTR) – MTR WATERCRAFT
	Motorized Watercraft

	WCRAFT (NMTR) – NMTR WATERCRAFT
	Non-motorized Watercraft

	XSKI – CROSS COUNTRY SKI
	Cross Country Skiing

	MANAGING_ORG:  The code of the organization that is responsible for management of the route segment. Management means the administrative unit that has the responsibility for road management (regulating traffic, signing, scheduling maintenance, issuing road use permits, etc.)

	Example:

060305
	Format is RRFFDD RR is the 2 digit code for the Region, FF is the 2 digit code for the Forest and DD is the 2 digit code for the District

	MOTORIZED_PROHIBITED:  Recorded only on trails where a yearlong prohibition to motorized travel exists on the trail segment.

	
	Null – no value

	NAME:  Common name of the route.

	Example:  Hungry Ridge Road
	Values are established on each unit.

	NATIONAL_DESIGNATION:  The type of national designation given to a trail.

	
	Null – no value

	OBJ_NAME:  The name of the object.  Used to differentiate between objects (ROAD or TRAIL) of the same class.

	ROAD
	A motor vehicle travel way over 50 inches, unless classified and managed as a trail (36 CFR 212.1)

	TRAIL
	A linear feature constructed for the purpose of allowing the free movement of people, stock, or OHV’s.

	Objective_Maint_Level:  The maintenance level to be assigned at a future date considering future road management objectives, traffic needs, budget constraints, and environmental concerns.

	1 - BASIC CUSTODIAL CARE (CLOSED) 
	Assigned to intermittent service roads when they are closed to vehicular traffic. 

	2 - HIGH CLEARANCE VEHICLES  
	Assigned to roads operated for use by high clearance vehicles.

	3 - SUITABLE FOR PASSENGER CARS 
	Assigned to roads operated and maintained for travel by a prudent driver in a standard passenger car.

	4 - MODERATE DEGREE OF USER COMFORT 
	Assigned to roads that provide a moderate degree of user comfort and convenience at moderate speeds.

	5 - HIGH DEGREE OF USER COMFORT 
	Assigned to roads that provide a high degree of user comfort and convenience.

	C – CONVERT USE
	Convert use of the facility to another use such as a trail.

	D - DECOMMISSION
	Assigned to roads that have been or are to be decommissioned.

	OPER_MAINT_LEVEL:  The maintenance level currently assigned to a road considering today’s needs, road condition, budget constraints and environmental concerns; in other words, it defines the level to which a road is currently being maintained.

	1 - BASIC CUSTODIAL CARE (CLOSED) 
	Assigned to intermittent service roads during the time they are closed to vehicular traffic.

	2 - HIGH CLEARANCE VEHICLES 
	Assigned to roads operated for use by high clearance vehicles.

	3 - SUITABLE FOR PASSENGER CARS 
	Assigned to roads operated and maintained for travel by a prudent driver in a standard passenger car. 

	4 - MODERATE DEGREE OF USER COMFORT 
	Assigned to roads that provide a moderate degree of user comfort and convenience at moderate speeds. 

	5 - HIGH DEGREE OF USER COMFORT 
	Assigned to roads that provide a high degree of user comfort and convenience.

	PFSR_CLASSIFICATION:  A Public Forest Service Road (PFSR) is a designated public road under Forest Service jurisdiction that meets the definition of 23 U.S.C. Section 101.  The PFSR classification indicates the status of PFSR designation.

	DSG – DESIGNATED PFSR
	Identification and inclusion in a network of those FS roads meeting the criteria of a PFSR and recorded officially in the Forest Service Infra database (PFSR CLASSIFICATION).  Coordination and concurrence with local transportation agencies and FHWA - Federal Lands Highway Division has occurred.

	POT – POTENTIAL PFSR
	A road proposed by the Forest Service as a potential PFSR after determining that the facility meets the criteria as a PFSR.  Coordination and concurrence with local transportation agencies and FHWA - Federal Lands Highway Division has not occurred.

	PRIMARY_MAINTAINER:  The agency or party having primary (largest share) financial responsibility for maintenance .

	BIA - BUREAU OF INDIAN AFFAIRS 
	USDI Bureau of Indian Affairs

	BLM - BUREAU OF LAND MANAGEMENT 
	USDI Bureau of Land Management

	BOR - BUREAU OF RECLAMATION 
	USDI Bureau of Reclamation

	C - COUNTY, PARISH, BOROUGH 
	County, Parish, or Borough

	CO - COOPERATOR 
	Cooperator (industrial cost share)

	COE - CORPS OF ENGINEERS 
	Corps of Engineers

	CU - COMMERCIAL USER 
	Commercial user

	DOD - DEFENSE DEPARTMENT 
	US Defense Department

	DOE - DEPARTMENT OF ENERGY 
	US Department of Energy

	FAA - FEDERAL AVIATION ADMINISTRATION 
	USDOT Federal Aviation Administration

	FS - FOREST SERVICE 
	USDA Forest Service

	FWS - FISH AND WILDLIFE SERVICE 
	USDI Fish and Wildlife Service

	L - LOCAL 
	Town, Township, Municipal Agency (City or other local civil government)

	NPS - NATIONAL PARK SERVICE 
	USDI National Park Service

	OF - OTHER FEDERAL AGENCY 
	Other Federal Agencies

	OH - OTHER LOCAL HIGHWAY 
	Other Local Highway

	PRIMARY_MAINTAINER (continued):  The agency or party having primary (largest share) financial responsibility for maintenance .

	P - PRIVATE 
	Private (profit & not for profit)

	S - STATE 
	State Agency

	SH – STATE HIGHWAY
	State Highway Department

	SLR – STATE LANDS ROAD
	State lands organizations (Dept. of Natural Resources)

	UNK – UNKOWN
	Not known and needs to be resolved.

	ROS_WROS:  The Recreation Opportunity Spectrum (ROS) Class which the trail segment passes.

	
	Null – no value

	RTE_CN:  Control number generated in Oracle to uniquely identify each route across all Forest Service units.  It is used to link the spatial data to the Oracle database.  It links to RTE_CN in the route attribute tables.

	Example:  99210277
	A unique code generated by ORACLE.

	ROUTE_STATUS:  Current physical state of being of the route segment.  

	EX - EXISTING
	A route that physically exists.

	DE - DECOMMISSIONED
	A route that was no longer needed and has been removed from service.

	PL – PLANNED
	Planned route identified in a complete NEPA document with a Record of Decision.

	CV - CONVERTED
	A route that was no longer needed and has been converted to another use.

	SEG_LENGTH:  The length of a segment of road or trail that is defined by a unique set of linear events.

	Example:  2.262
	The event is 2.262 miles long.

	SURFACE_TYPE:  The wearing course; usually designed to resist skidding, traffic abrasion, and the disintegrating effects of weather.

	AC - ASPHALT
	Asphaltic Concrete

	AGG - CRUSHED AGGREGATE OR GRAVEL
	Crushed or screened graded material.

	BST - BITUMINOUS SURFACE TREATMENT
	Built up surface of asphalt emulsion and aggregate, not a dust pallative.

	PCC – PORTLAND CEMENT CONCRETE
	Portland Cement Concrete

	CSOIL - COMPACTED SOIL
	Compacted Native Material

	FSOIL – FROZEN SOIL
	Template is cleared and rough shape completed but can’t be used until frozen conditions exist.

	IMP - IMPROVED NATIVE MATERIAL
	Imported or processed material (pit run, select borrow, or admixture added to the surface soil and compacted)

	NAT - NATIVE MATERIAL
	No imported or processed materials

	OTHER - OTHER
	Other Surface Type - (specify in remarks)

	P - PAVED
	Unknown manufactured hard surface

	SYSTEM:  A network of travel ways serving a common need or purpose, managed by an entity with the authority to finance, build, operate and maintain the routes.

	C - COUNTY, PARISH, BOROUGH
	County, Parish, or Borough

	NFSR – NATIONAL FOREST SYSTEM ROAD
	A classified forest road under the jurisdiction of the Forest Service. FSM 7705 (23 U.S.C. 101).  Previously known as FDR - FOREST DEVELOPMENT ROAD

	I - INTERSTATE HIGHWAY
	Interstate highway

	L – LOCAL
	Town, Township, Municipal Agency (City or other local civil government).

	NOT – NOT NEEDED
	A road not needed for long-term management of National Forest Resources (FSM 7712.01 B(2), (36 CFR 212))

	OF - OTHER FEDERAL
	Other Federal agency (such as BLM, NPS, BIA, etc.)

	OS – OTHER STATE
	State roads other then those in the State Highway System.

	P - PRIVATE
	Private

	SH - STATE HIGHWAY
	State highway (primary or secondary)

	TMP – TEMPORARY
	Roads authorized by contract, permit, lease, other written authorization, or emergency operation not intended to be part of the forest transportation system and not necessary for long-term resource management.  (36 CFR 212.1)

	SYSTEM:  (CONTINUED)

	UND – UNDETERMINED
	An existing road whose purpose and need is not yet determined.

	US - US HIGHWAY OR ROUTE
	US Highway

	TRAIL_CLASS:  The prescribed scale of trail development.  Represents the intended design and management standards of the trail.

	 TC1 - PRIMITIVE/UNDEVELOPED 
	Primitive trail, minimum to nonexistent constructed features 

	 TC2 - SIMPLE/MINOR DEVELOPMENT
	Simple trail, minor development, constructed features for trail resource protection.

	 TC3 - DEVELOPED/IMPROVED
	Substantial trail, structures common, designed for user convenience.

	 TC4 - HIGHLY DEVELOPED 
	High standard trail with significant structures, tread hardening possible.

	 TC5 - FULLY DEVELOPED 
	Highest standard trail, significant features and tread hardening likely.

	TRAIL_STATUS:  Current physical state of being of the trail segment

	 DE - DECOMMISSIONED 
	A trail that was no longer needed and has been removed from service.

	 EX - EXISTING 
	A trail that physically exists. 

	 PL - PLANNED 
	Planned trail identified by an appropriate management decision (ex: NEPA, Regional CIP list, Forest)

	TRAIL_SURFACE:  The predominant surface type encountered on the trail or trail segment.

	 AC- ASPHALT 
	Asphalt

	 CHUNK WOOD 
	Shredded wood or bark 

	 CON - CONCRETE 
	Concrete

	 IMPORTED COMPACTED MATERIAL 
	Imported compacted Aggregate or Clay

	 IMPORTED LOOSE MATERIAL
	Imported un-compacted Gravel, Pea Gravel, Sand

	 NAT - NATIVE MATERIAL 
	Native surface material 

	 OTHER 
	Other trail surface type (Paver Block, Geogrid, etc.) 

	 SNOW 
	Snow 

	TRAIL_SYSTEM:  The transportation network to which the trail segment belongs

	L - LOCAL GOVERNMENT TRAIL 
	Local Government trail, including County, City, Municipal, Parish or Borough.

	NFST - NATIONAL FOREST SYSTEM TRAIL 
	National Forest System Trail.

	OF - OTHER FEDERAL TRAIL 
	Other Federal Agency Trail (Ex: NPS, BLM...)

	P - PRIVATE TRAIL 
	Private Trail 

	S - STATE GOVERNMENT TRAIL 
	Trail that is part of a State Trail system.

	TRAIL_TYPE:  A Trail classification that identifies the predominant foundation material upon which the trail exists.

	SNOW TRAIL 
	The predominant foundation of the trail is snow.

	STANDARD/TERRA TRAIL 
	The predominant foundation of the trail is ground.

	WATER TRAIL 
	The predominant foundation of the trail is water.
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